
Masterworks Development Corporation

Northumberland House
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Proposed Ground Floor Plan

673-GA-101

0 09-03-27 Issued for bathroom review.

1 09-04-01 Kitchen stair redesigned.
Ventilation riser in bathroom relocated.  

W 32 2300

1
2

34

35

17

32

32

32

32

36

51

17

26

27

33

38

37

W 42 35300

261200

261200

11.5 TP+N 1200 26

11.5 TP+N 1200 26

CM 22 450 26

CM 22 450 26

CM 22 450 28

CM 15 450 33B

H 15 450 33B

CM 15 450 2

H 15 450 2

1 2100 1

8.5 TP+N 1500 36

H* 22 450 36

FLOW 5 LITRES/MIN

INLET TEMP. 10-60° C
PRESSURE 0.6-5 BAR

36400

1 1200 28

1 1200 GP

1 1200 GP

1 1200 GP

1 1200 GP

27

28

29

26

H 15 450 33

CM 15 450 33
W 42 35300

33b

*STANDPIPE TO ACCEPT 50mm DRAINHOSE 

W 54* 36600

48

47

46

42

45

43

9

1

24
25

12

W 35 2300

55

7

54

15

21

W 42 15300

18

17

19

12
14

10 & 11

4

7

8

5

6

W 35 56300

W 42 56300

3

56

1

57

40

31

31

39

CM 15 450 2

H 15 450 2
1 2100 1

1 2100 1

CM 15 450 56

H 15 450 56

CM 15 450 56

H 15 450 56

1 2100 1

1 0* 47

1 0* 45

1 0* 42

*FLOOR MOUNTED
WATERPROOF

2 1200 GP

2 120021/GP

H 15 450 15

CM 15 450 15

1 1200 18

1 1200 13

1 2100 40

1 2100 39

1 2100 57

W 42 400*

BELOW FLOOR LEVEL 

OR TRAPPED DRAINPIPE AT OR
DISCHARGE TO FLOOR GULLY

INPUT AND EXTRACT SERVICES
AND FIRE SUPPRESSION
SEE INTERLOCK SCHEMATIC

SEE SPECIALIST DETAILS FOR
EXTRACT/AIR INPUT SYSTEM

1/2" 9.4 450 4

3/4" 19 450 6

3/4" 42.8 450 8

3/4" 19 450 54

1/2" 16 450 55

2x1/2" 40 450 9

W 42 15300

H 15 450 15

CM 15 450 15

20

11

13A 1200 F 11

EMERGENCY
STOP

*

22

2 1200 22/GP12002 24/GP

3

4

5

8

9

10

11

12

13
14

15

192223

24

9

1012

13 11

4

15

16 17 17

8

5

8

16

8

7

1 600 22

1 600 3

CM 15 450 3

W 38 350

H 15 450 4

CM 15 450 4

W 38 4300

W 25 450

CM 15 450 4

H 15 450 4

2 600 17

W 38 5300

W 38 5300

W 38 9300

CM 15 450 9

H 15 450 9

W 38 10300

W 38 9300
H 15 450 9

CM 15 450 9

W 38 14300
H 15 450 14

CM 15 450 14

W 38 10300

2 10007/GP

7

2 10007/GP

2170

40454045

4250

900

500

R O B ER TH U T SO N

up

up

up

up

1

2

3

4

5

up

svp

svp

rwp

rwp

rwp

gully

rwp

g

2
3 4

1

up

rwp

rwp

rwp

Hotel Reception

Bar

Offices

Fire Control
Panel

Main Entrance For Private
Hotel & Restaurant

Accommodation/Acad
emic Entrance

LIGHTWELL TO BE REOPENED TO LIGHT & VENTILATE BASEMENT ROOMS

lift

lift

G25

G34 G36

G35

G6

G9

G16

G4

G24

Victoria room

G8

up

4810

2800

1010 ht.

6.068

4400

G11

G13

G14

G15

G17

G18

G19

G22

G27

G28

G29 G31

G37
G32

13
45

 c
le

a
r

1

G26A

G28A

Bulk head

SE
RV

IC
E 

D
UC

T

D

ELEC. RISER

U

All lighting to be floor mounted

1

3

5

2

8

9

up

12A

123456789101112

321

up

up

up

17

up

12345

up

18

16

11121314

up

678

19 20 21 22 23 24 25 26 27 28

G23

90

6

DRY RISER INLET

bib tap

SE
RV

IC
E 

D
UC

T

Swipe

Swipe Swipe

G33

E
x
it

Exit

Kitchen

Restaurant

4

GA-319

3

G
A

-3
19

ELEC. RISER

21
FIRE FIGHTING LIFT

DG
001

DG
011

DG
012

DG
014

DG
015

DG
016

DG
031

DG
093

DG
032

DG
033

DG
034

DG
036

DG
035

DG
069DG

070

DG
071

DG
087

DG
092

DG
094

DG
013

DG
049

DG
050

Doors fixed shut.

G26
G30

5

CCTV

15
50 1500

WG.
35

WG.
36

WG.
37

WG.
38

G11A

G11B

Escape

Store

1

1

2 2

2

2

2

2

3

3

9

3

7/8

7/8

7/8

7/8

7/8

7/8

7/8

7/8

7/8

7/8

6a

14

5

10

Stair B

Stair A

Stair F

DG
005

DG
006

DG
007

DG
008

DG
009

DG
048

DG
067

DG
057

DG
058

DG
065

DG
101

DG
105

DG
066

DG
056

DG
108

DG
109

DG
110

DG
111

DG
112

DG
113

14

DG
115

DG
055

12

Line of stair above.

UP

5

55

DG
052

DG
062

DG
068

DG
103

DG
102

DG
104

UP

DG
102

DG
103

5

5

55

5

13

7&

11

H
D

HD

HD

H
D

HD

H
D

1
1

0
91197

3
1

4
7

6

20109

12093

Floor: Make good and level floor in ply 
or self leveling screed. Fit new carpet.
Walls: Clean down plasterwork, patch 
and make good ornamental 
plasterwork and dado where damaged, 
prepare for paint.
Ceiling: Clean plasterwork, patch 
ornamental plasterwork, prepare for 
paint.

Floor: New timber/steel 
structural floor to engineers 
spec. Fit new tiles.
Walls: Make good and 
prepare for paint
Ceiling: New floating curved 
MS ceiling on hangers, see 
detail drawing for further 
information

Existing window 
opening to be 
extended to 
accommodate new 
external door.

Floor: Remove ex, carpet, make good 
where required, fit new carpet.
Walls: Make good, prepare for paint.
Ceiling: Make good and patch 
plasterwork cornicing, prepare for paint.

ENTRY
Floor: Make good existing hardwood 
floor, seal with two-part clear hard 
wearing finish.
Walls: Clean down plasterwork, 
patch ornamental plasterwork, 
prepare for paint. Clean down 
marble columns
Ceiling: Clean plasterwork, patch 
ornamental plasterwork, prepare for 
paint.

Floor: Make good to floor (Ceramic floor 
tiles) Allow to paint 'Keep Clear' zone for 
emergency escape route. 
Walls: Clean down, make good, Altro 
'White Rock.'
Ceiling: Altro 'White Rock'.

Floor:: marble floor finish to 
be cleaned as per room 
G17 specification.
Walls: Clean down 
plasterwork, prepare for 
paint. Clean down and 
repair marble as per room 
G17 specification. Refer to 
interior designers drawings 
for further information. 
Ceiling: Clean plasterwork, 
patch ornamental 
plasterwork, prepare for 
paint.

Floor: Make good to floor- fit 
new carpet and underlay. Refer 
to floor coverings specification 
for further details.
Walls: Clean down plasterwork, 
patch ornamental plasterwork 
and prepare for paint.
Ceiling: Clean plasterwork, 
patch ornamental plasterwork, 
prepare for paint.

Floor: Make good to floor- fit 
new carpet and underlay. Refer 
to floor coverings specification 
for further details.
Walls: Clean down plasterwork, 
patch ornamental plasterwork 
and prepare for paint.
Ceiling: Clean plasterwork, 
patch ornamental plasterwork, 
prepare for paint.

Floor: Make good to floor- fit 
new carpet and underlay. Refer 
to floor coverings specification 
for further details.
Walls: Clean down plasterwork, 
patch ornamental plasterwork 
and prepare for paint.
Ceiling: Clean plasterwork, 
patch ornamental plasterwork, 
prepare for paint.

Stair: New steel structure 
staircase 100mm overall width. 
Tread depth to be 250mm with 22 
risers each 190mm hight. Painted 
metal balustrade with 40mm dia. 
steel handrail at 900mm above 
pitch of treads, 60mm minimum 
distance from walls. Refer to 
drawing 673-GA/305 for stair 
details.

New wall to be braced to 
structure above. Allow to install 
balustrade onto wall

Floor: Make good to 
floor. Fit new hygienic 
seamless vinyl anti-slip 
flooring.
Walls/Ceiling: Altro, 
whiterock hygienic, 
extruded PVCs sheet 
finish. 

Floor: Make 
good to 
floor. Fit new 
hygienic 
seamless 
vinyl anti-slip 
flooring.
Walls/Ceiling
: Altro, 
whiterock 
hygienic, 
extruded 
PVCs sheet 
finish. 

Floor:: marble floor finish to be 
cleaned as per room G17 
specification.
Walls: Clean down plasterwork, 
prepare for paint. Clean down and 
repair marble as per room G17 
specification. Refer to interior 
designers drawings for further 
information. 
Ceiling: Clean plasterwork, patch 
ornamental plasterwork, prepare for 
paint.

New opening with double 
doors. Refer to door 
schedule for full details.

673

SK-040

673

SK-034,
035

673

SK-005

673

SK-032
673

SK-043

673

SK-007

673

SK-045

673

SK-016

673

SK-010

673

SK-038

673

SK-013

673

SK-051

Contractor to install new open 
steel mesh landing with 
handrails to exposed edges. 

Contractor to install new 
vertical cat ladder with full 
arrest system and lockable 
hatch at ground floor level. 
Ladder to be aluminum.

Contractor to install door into 
new opening. Refer to door 
schedule 673-D/800.2 for full 
details.
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Revisions

2 09-06-30 Issued for construction

3 09-07-06 Modifications to Stair F- kitchen access stair.

4 09-07-08 Kitchen Layout Added

5 09-07-10 Back wall of G26A revised to accord with site information, Glass doors DG 61 and adjoining screens omitted.  
Ventilation duct relocated in room G26A. New toilets added.

A 09-07-14 Columns to Restaurant redrawn from site survey. Door DG.048 revised to have one leaf double swing.

New roof

6 09-07-24 Bathroom layouts revised.

7 09-07-30 WC type altered to back-to-wall (Excluding accessible.)

8 09-08-05 Ductwork altered in room G24, WC layout altered to suit.
Grill box with louvers to two sides added to new roof area.

9 09-08-12 New door added to room G33.
Access hatch added to room G30.
New sink added to storeroom off main ballroom (adjacent to room G26A).
Bathroom layout modifed to room G24.
New roof over kitchen below modified.
New sketch drawing detailing modifications to ballroom apse.

Contractor to install removable wall hatch 
to allow access to mechanical services 
behind. New hatch to extend full width of 
alcove (1330mm), 300mm in hight. Refer to 
elevation exact location.

9

Contractor to install new 
sink to storage room. 
Specification of sink to be 
confirmed. Drainage to be 
installed as agreed on site 
between contractor, RHA 
and Elementa.

Contractor to install 
new roof. Refer to 
drawing 673-SK-013 
for full details.

Contractor to install 
new door. Refer to door 
specification 673-D-800 
for full details. New 
door to match size of 
former opening.

10 09-08-17 Issued for planning

11 09-08-20 Revised Fatboys and PDi layouts added.

Purple line indicates extent of site 
applicable to application for Listed 
Building consent for alterations.

Items in green indicate new works.

Hatched area indicates extent of 
site not applicable to current 
applications.

Please note: There is no application 
for change of use on this floor.

12 09-09-01 Reissued to planning.

Proposed Ground Floor Plan
1:100 @ A1

1

13 09-09-14 Bathroom ceiling heights added. Ceiling description to bathrooms updated.

BATHROOMS
Floor: Make good to floor, install new ceramic floor tiles, 
finish to be confirmed.
Walls: Clean down, make good, prepare for paint and 
wall tiles. Refer to bathroom elevations for extent of wall 
tiling. 
Ceiling: 3 layers soundblock plasterboard ceiling on 
resilient hangers, 600mm grid, mtl tray ceiling.

BATHROOMS
Floor: Make good to floor, install 
new ceramic floor tiles, finish to be 
confirmed.
Walls: Clean down, make good, 
prepare for paint and wall tiles. 
Refer to bathroom elevations for 
extent of wall tiling. 
Ceiling: 3 layers soundblock 
plasterboard ceiling on resilient 
hangers, 600mm grid, mtl tray 
ceiling.

CH 2400AFFL
CH 2400AFFL

CH 2400AFFL

CH 2400AFFL

14 09-09-21 New kitchen layout incorporated from Fatboys

15 09-09-22 New bar layout incorporated from Fatboys
Unisex and disabled bathroom layout altered and door off corridor deleted (DG054).
Omit DG107- Proposed doors in corridor deleted.

09-09-23 Issued to Elementa without wall fills.
09-09-30 Issued to Fire Defence

16 09-10-05 Wall type 13 specified for partition adjacent to stair F.

17 09-10-05 Wall types 7, 11 and 13 specified for partition/ blockwork 
walls adjacent to stair F.

09-10-07 dwg Issued to Hamilton Boyd for supplier information 


